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evolulion PVDF

2 cestny kulovy kohout | 2-way ball valve

MADE BY PRAHER g
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Praher

Typ/Type EO510
Typ/Type EO412
Typ/Type EO415

EO412 - 6 sec. EO412 - 6 sec.
EO510 EO425 - 11 sec. EO425 - 11 sec.
3011 - 10 sec. 3011 - 10 sec.
-~ 3001 - 7 sec. 3001 - 7 sec.
Stupen kryti Intrinsically protection
EO510 - IP54 EO510 - IP54
EO412 - IP65 EO412 - IP65
EO425 - IP65 EO425 - IP65
[ 3 3011/3001 - IP65 3011/3001 - IP65
-
Vlastnosti Features
EO412/EO425 - jednoducha a robustni sestava - simple and robust construction
- rychla doba prestaveni - fast positioning times
= - ruéni nouzové ovladani - manual override
- opticky ukazatel polohy - optical position indication
- EO510 se standardnim - EO510 with standard
zpétnym hlasenim polohy position feedback
- bez nutnosti tdrzby - maintenance free
- 3011/3001 odolny proti korozi - 3011/3001 corrosion resistant
- 3011/3001 pfiruba ISO 5211 - 3011/3001 flange ISO 5211
3011/3001
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2 a 3 cestny kulovy kohout
s elektrickym pohonem

Obecné
- té&snici materialy FPM
- sedlovy krouzek koule PTFE

Material téla kulového kohoutu
PVDF

Dimenze
DN10/d16 — DN 80/d110

Moznosti pfipojeni

- objimka na lepeni
(DIN, ASTM, JIS)

- pfiruba (DIN,ANSI, JIS)

Druh pohonu

- 24V /50-60 Hz/AC

-230 V/50-60 Hz/AC

- 12-34 VAC/DC 50-60 Hz/AC

Doba piestaveni 90°
EO510 - 13 sec. (12-34 VAC/DC)
EO510 - 26 sec. (230 V)

PVDF
2 a 3 cestny kulovy kohout | 2 and 3-way ball valve

evolulion

MADE BY PRAHER

2- and 3-way ball valve
with electrical actuator

General
- Sealing material FPM
- Ball seat PTFE

Body material
PVDF

Dimensions
DN10/d16 — DN 80/d110

Connections
- Sockets
(DIN, ASTM, JIS)
- Flange (DIN,ANSI, JIS)

Actuator

- 24V / 50-60 Hz/AC

- 230 V/50-60 Hz/AC

- 12-34 VAC/DC 50-60 Hz/AC

Positioning time 90°
EO510 - 13 sec. (12-34 VAC/DC)
EO510 - 26 sec. (230 V)
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evolufion . PVDF
3 cestny kulovy kohout | 3-way ball valve

MADE BY PRAHER

Code 68 4 poziéni | 4 positions Code no VE
Praher Qty.
3 cestny kulovy kohout S4 objimka na svareni | Fusion socket | metricka | metric
s elektrickym pohonem
O-krouzky | O-rings | FPM
3-way ball valve S4 dosedaci krouzek koule | ball seating joint | PTFE
with electrical actuator

d DN typ/Type koule/Ball  napéti/Currency PN
16 10 EO510 pi T 12-34 VAC/DC 50-60 Hz/AC * 10 12.5190 1
20 15 EO510 pi T 12-34 VAC/DC 50-60 Hz/AC *10 12.5192 1
25 20 EO510 pi T 12-34 VAC/DC 50-60 Hz/AC *10 12.5194 1
32 25 EO510 pi T 12-34 VAC/DC 50-60 Hz/AC *10 12.5196 1
40 32 EO412 T 24V /50-60 Hz/AC 10 12.5198 1
50 40 EO412 T 24V /50-60 Hz/AC 10 12.5200 1
63 50 EO412 T 24V /50-60 Hz/AC 10 12.5202 1
ﬁ 16 10 EO510 pi T 230 V /50-60Hz/AC* 10 12.5191 1
20 15 EO510 pi T 230 V / 50-60Hz/AC* 10 12.5193 1
25 20 EO510 pi T 230 V /50-60Hz/AC* 10 12.5195 1
32 25 EO510 pi T 230 V / 50-60Hz/AC* 10 12.5197 1
40 32 EO412 T 230 V /50-60Hz/AC 10 12.5199 1
X - 50 40 EO412 T 230 V /50-60Hz/AC 10 12.5201 1
63 50 EO412 T 230V /50-60Hz/AC 10 12.5203 1
* Sériové dodavan se zpétnym hlaSenim polohy
* Standard supplied with position indicator
Doplatek za FPM tésnéni na poptavku
Surcharge for FPM seals on request
Code 68 4 poziéni | 4 positions Code no VE
Praher Qty.
3 cestny kulovy kohout S4 objimka na svareni | Fusion socket | metricka | metric
s elektrickym pohonem a
zpétnym hlasenim polohy O-krouzky | O-rings FPM
dosedaci krouzek koule | ball seating joint PTFE
3-way ball valve S4
with electrical actuator and d DN typ/Type koule/Ball napéti/Currency PN
position indication
16 10 EO510 pi T 24V /50-60 Hz/AC 10 12.5190 1
20 15 EO510 pi T 24V /50-60 Hz/AC 10 12.5192 1
25 20 EO510 pi T 24V /50-60 Hz/AC 10 12.5194 1
32 25 EO510 pi T 24V /50-60 Hz/AC 10 12.5196 1
40 32 EO412 pi T 24V /50-60 Hz/AC 10 12.5204 1
50 40 EO412 pi T 24V /50-60 Hz/AC 10 12.5206 1
63 50 EO412 pi T 24V /50-60 Hz/AC 10 12.5208 1
Lo
16 10 EO510 pi T 230V /50-60 Hz/AC 10 12.5191 1
20 15 EO510 pi T 230 V/50-60 Hz/AC 10 12.5193 1
25 20 EO510 pi T 230V /50-60 Hz/AC 10 12.5195 1
\ 32 25 EO510 pi T 230V /50-60 Hz/AC 10 12.5197 1
% 40 32 EO412 pi T 230V /50-60 Hz/AC 10 12.5205 1
J 50 40 EO412 pi T 230 V/50-60 Hz/AC 10 12.5207 1
63 50 EO412 pi T 230 V /50-60 Hz/AC 10 12.5209 1
Doplatek za FPM tésnéni na poptavku
Surcharge for FPM seals on request
Iscﬁgfﬁﬁiglﬁ(“y?katalog Piepinaci funkce T-vrtani koule - 4 polohy
’ Switch indication T-bore - 4 positions
co Technical Catalogue poloha 1 | poloha2 | poloha 3 | poloha 4 .
Position 1 | Position 2 | Position 3 | Position 4 | funkce/function
0° ° 180° 270°
T "1 ™ ichan o
[ Divide or mix
4 = smér pritoku/flow direction
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PVDF evolulion
3 cestny kulovy kohout | 3-way ball valve

MADE BY PRAHER

Code 68 2 poziéni | 2 positions Code no VE
Praher Qty.
3 cestny kulovy kohout S4 objimka na svareni | Fusion socket | metricka | metric
s elektrickym pohonem a
zpétnym hlasenim polohy O-krouzky | O-rings | FPM
dosedaci krouzek koule | ball seating joint | PTFE
3-way ball valve S4
with electrical actuator d DN typ/Type koule/Ball  napéti/Currency PN
and position indication

16 10 EO510 pi L 12-34 VAC/DC 50-60 Hz/AC 10 12.5210 1
20 15 EO510 pi L 12-34 VAC/DC 50-60 Hz/AC 10 12.5212 1
25 20 EO510 pi L 12-34 VAC/DC 50-60 Hz/AC 10 12.5214 1
32 25 EO510 pi L 12-34 VAC/DC 50-60 Hz/AC 10 12.5216 1
40 32 EO412 pi L 24V /50-60 Hz/AC 10 12.5218 1
50 40 EO412 pi L 24V /50-60 Hz/AC 10 12.5220 1
63 50 EO412 pi L 24V /50-60 Hz/AC 10 12.5222 1
16 10 EO510 pi L 230 V /50-60Hz/AC 10 12.5211 1
20 15 EO510 pi L 230 V /50-60Hz/AC 10 12.5213 1
25 20 EO510 pi L 230 V /50-60Hz/AC 10 12.5215 1
32 25 EO510 pi L 230 V /50-60Hz/AC 10 12.5217 1
40 32 EO412 pi L 230 V /50-60Hz/AC 10 12.5219 1
50 40 EO412 pi L 230 V /50-60Hz/AC 10 12.5221 1
63 50 EO412 pi L 230 V /50-60Hz/AC 10 12.5223 1
Doplatek za FPM tésnéni na poptavku
Surcharge for FPM seals on request
>0
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Lo - [al=]
= Pfepinaci funkce L-vrtani, 2 polohy S ©
Li‘f?gg’,‘:ﬁigﬁtvakatalog Switch indication L-bore - 2 positions o
Technical Data poloha1 | poloha?2 | funkce / function

Technical Catal iti
see Technical Catalogue Position 1 | Position 2

0° 270°
_ — rozdélovani nebo
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evolulion PVDF

2 cestny kulovy kohout | 2-way ball valve

MADE BY PRAHER g
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PVDF evolulion
2 cestny kulovy kohout | 2-way ball valve

MADE BY PRAHER

Code 68 O-krouzky | O-rings | FPM Code no Uds.
dosedaci krouzek koule | ball seating joint | PTFE Praher Qty.

2 cestny kulovy kohout S4

s pneumatickym pohonem a objimka na svareni | fusion socket | metricka | metric

optickym ukazatelem polohy
jednoginny (pruzina uzavira)

2-way ball valve Single acting (fail safe closed)

with pneumatic actuator with

visual position indication

d DN typ/Type PN

16 10 uTo05-2 10 12.2482 1
20 15 uTo05-2 10 12.2483 1
25 20 uTo05-2 10 12.2484 1
32 25 uTo5-2 10 12.2485 1
40 32 UT15-4 10 12.2486 1
50 40 UT15-4 10 12.2487 1
63 50 UT17-4 10 12.2488 1
75 65 uT25-4 6 12.2489 1
90 80 UT30-4 6 12.2490 1
110 80 UT30-4 6 12.2491 1
jednocinny (pruzina otevird)

Single acting (fail safe open)

d DN typ/Type PN

16 10 uTo05-2 10 12.4490 1
20 15 uTo5-2 10 12.4491 1
25 20 uTo05-2 10 12.4492 1
32 25 uTo05-2 10 12.4493 1
40 32 UT15-4 10 12.4494 1
50 40 UT15-4 10 12.4495 1
63 50 UT17-4 10 12.4496 1
75 65 uT25-4 6 12.4497 1
90 80 UT30-4 6 12.4498 1
110 80 UT30-4 6 12.4499 1
O-krouzky | O-rings | FPM Code no Uds.
dosedaci krouzek koule | ball seating joint | PTFE Praher Qty.
objimka na svareni | fusion socket | metricka | metric

dvojéinny

Double acting

d DN typ/Type PN

16 10 UTO05-DA 10 12.2492 1
20 15 UTO05-DA 10 12.2493 1
25 20 UTO05-DA 10 12.2494 1
32 25 UTO05-DA 10 12.2495 1
40 32 UT15-DA 10 12.2496 1
50 40 UT15-DA 10 12.2497 1
63 50 UT15-DA 10 12.2498 1
75 65 UT17-DA 6 12.2499 1
90 80 UT17-DA 6 12.2500 1
110 80 UT17-DA 6 12.2501 1

Doplatek za FPM tésnéni na poptavku
Surcharge for FPM seals: on request
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Technicka data
viz. technicky katalog

>
)
=]
2
©
£
S
«
L
[a]
>
o

Technical Data
see Technical Catalogue
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evolufion . PVDF
2 cestny kulovy kohout | 2-way ball valve

MADE BY PRAHER

Code 60 O-krouzky | O-rings | FPM Code no VE
dosedaci krouzek koule | ball seating joint | PTFE Praher Qty.

2 cestny kulovy kohout S4

s adaptérem pro pfipojeni objimka na svareni | fusion socket | metricka | metric

pneupohonu
d DN PN typ/Type

2-way ball valve S4

with pneumatic adapter set 16 10 16 Fo4 12.2433 10
20 15 16 FO04 12.2434 10
25 20 16 Fo4 12.2435 10
32 25 16 F04 12.2436 10
40 32 16 FO5 12.2437 10
50 40 16 FO5 12.2438 10

gﬁ;:;sr((j)inzzty | DIN 3337 63 50 16 FO5 12.2439 10

ISO 5211 | DIN 3337 7 65 16 Fo7 12.2440 10
90 80 10 FO7 12.2441 10
110 80 6 FO7 12.2442 10

natrubek na svareni | fusion spigot | metricky | metric

d DN PN typ/Type

‘ 16 10 16 Fo4 12.2443 10
s 20 15 16 Fo4 12.2444 10
j'f 25 20 16 Fo4 12.2323 10
32 25 16 Fo4 12.2324 10

40 32 16 F05 12.2445 10

50 40 16 F05 12.1418 10

63 50 16 F05 12.1419 10

75 65 16 FO7 12.2446 10

90 80 10 Fo7 12.2447 10

110 80 6 FO7 12.2326 10

Skladajici se z:
PVDF-kulového kohoutu, PP-drzaku armatur, spojovaciho mezikusu,
pneumatického adaptéru, sady $roubu A4 / SS316

Consist of:
PVDF-ball valve, PP-valve brackets, console, pneumatic adapter,
screw set A4/ SS316
Code 49 d G DN Code no VE
Praher Qty.
Adaptérova sada
pro pohony 16 3/8” 10 12.2006 10
20 1/2” 15 12.2006 10
Adapterset 25 3/4” 20 12.2314 10
for actuator 32 1” 25 12.2314 10
40 11/4” 32 12.2003 10
50 11/2” 40 12.2316 10
63 2” 50 12.2316 10
75 21/2” 65 12.2336 10
90 3” 80 12.2317 10
110 4” 80 12.2317 10

Skladajici se z:
Spojovaciho mezikusu, pneumatického adaptéru, PVDF-hfidele,
sady Sroubl A4/SS316, FPM tésnéni

@ Consist of:
;@2@ 4/}///) Console, pneumatic-adapter, PVDF-shaft, screw-set A4 / SS316,
onggo N FPM seals

dle ISO 5211 | DIN 3337
according to ISO 5211 | DIN 3337

Technicka data
viz. technicky katalog

Technical Data
see Technical Catalogue
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evolufion . PVDF
Membranovy ventil | Diaphragm valve

MADE BY PRAHER

Code 83 membrana | Diaphragm | EPDM/PTFE Code no VE
Praher Qty.
Membranovy ventil T4 jednoginny (pruzina uzavird)
s pneumatickym pohonem Single acting (fail safe closed)
a optickym ukazatelem
polohy
natrubek na svareni | fusion spigot | metricky | metric
Diaphragm valve T4
mit pneumatic actuator d DN PN
and visual position
indication 20 15 10 12.5742 1
25 20 10 12.5743 1
32 25 10 12.5744 1
40 32 10 12.5745 1
50 40 10 12.5746 1
63 50 10 12.5747 1
= pfiruba | din-flange connection
d DN PN
4 20 15 10 12.5756 1
’ ) 25 20 10 12.5757 1
o 32 25 10 12.5758 1
{ 40 32 10 12.5759 1
50 40 10 12.5760 1
63 50 10 12.5761 1
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evolulion . PVDF
Uzaviraci klapka | Butterfly valve

MADE BY PRAHER

Code 48 pfiruba | flange connection Code no VE
DIN | ANSI | JIS | ASA Praher Qty.

Uzaviraci klapka K4

s elektrickym pohonem a tésnéni | Sealing | FPM

optickym ukazatelem

polohy, ru¢ni nouzové d DN typ doba prestaveni  napéti PN

ovladani Type Switch time Currency

Butterfly valve K4 75 65 OA-6 6 sec. 230 V/50-60 Hz/AC 10 12.6005 1

with electric actuator 90 80 OA-6 6 sec. 230 V/50-60 Hz/AC 10 12.6006 1

manual override and visuel 110 100 OA-6 6 sec. 230 V/50-60 Hz/AC 10 12.6007 1

position indication 160 150 OA-15 15 sec. 230 V/50-60 Hz/AC 10 12.6008 1
225 200 OA-15 15 sec. 230 V/50-60 Hz/AC 10 12.6009 1
75 65 OA-6 6 sec. 24V /50-60 Hz/AC 10 12.5980 1
90 80 OA-6 6 sec. 24V /50-60 Hz/AC 10 12.5981 1
110 100 OA-6 6 sec. 24V /50-60 Hz/AC 10 12.5982 1
160 150 OA-15 15 sec. 24V /50-60 Hz/AC 10 12.5983 1
225 200 OA-15 15 sec. 24V /50-60 Hz/AC 10 12.5984 1

Druh kryti | Intrinsically protection: IP67

Specialni provedeni:
Elektropohon v nevybusném provedeni na poptavku.
Explosion proofed actuators on request

Plynula regulace polohy 4-20 mA na poptavku
Continuous position control 4-20 mA on request

Elektronické zpétné hlaseni polohy na poptavku
Electronic position feedback on request

Technicka data
viz. technicky katalog

Technical Data
see Technical Catalogue
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PVDF evolufion
Uzaviraci klapka | Butterfly valve

MADE BY PRAHER

Code 48 pfiruba | flange connection Code no VE
DIN | ANSI | JIS | ASA Praher Qty.

Uzaviraci klapka K4

s pneumatickym pohonem tésnéni | Sealing | FPM

a optickym ukazatelem

polohy PO-NC jednocinny (pruzina uzavird) | Single acting (fail safe closed)

Butterfly valve K4 d DN typ/Type PN

with pneumatic actuator

with optical position 75 65 UT35-4 10 12.5905 1

indication 90 80 UT35-4 10 12.5906 1
110 100 UT35-4 10 12.5907 1
160 150 UT45-4 10 12.5908 1
225 200 UT50-4 10 12.5909 1
PO-NO jednodinny (pruzina otevird) | Single acting (fail safe open)
d DN typ/Type PN
75 65 UT35-4 10 12.5955 1
90 80 UT35-4 10 12.5956 1
110 100 UT35-4 10 12.5957 1
160 150 UT45-4 10 12.5958 1
225 200 UT50-4 10 12.5959 1
PO-DA dvoj¢inny | Double acting
d DN typ/Type PN
75 65 UT20-DA 10 12.5930 1
90 80 UT20-DA 10 12.5931 1
110 100 UT25-DA 10 12.5932 1
160 150 UT35-DA 10 12.5933 1
225 200 UT35-DA 10 12.5934 1
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Technicka data
viz. technicky katalog

Technical Data
see Technical Catalogue
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PRAHER

6 cestny ventil Superstar
Multi Position - MP /
E-2000 / E-3000 / E-6000

6-way valve Superstar
Multi Position -MP /
E-2000 / E-3000 / E-6000

MP Superstar

E-3000/F2 Superstar

E-6000 Superstar

294

ABS / ASA-GF

6 cestny ventil | 6-way valve

Obecné

Napéjeci napéti:

230 VAC 50/60 Hz

115 VAC 50/60 Hz (na pfani)
24 VAC 50/60 Hz (na prani)

Digitalni proplachovaci hodiny
tydenni program

1- a 2- kanalové digitalni hodiny
(zalohované baterii)

MP Superstar ventil s pohonem
24V /AC
s moznym vlastnim PLC ovladanim

Jen u E-2000/F2

tlakovy spinaé
MSPS-FF-100SS: 0,69 - 6,9 bar
MSPS-FF-15SS: 0,10 - 1,0 bar

Jenu E-3000/F2 a
E-6000/F2

proplachovaci hodiny, tydenni
program

Jen u E-6000/F2 provedeni
2-kanélové digitalni hodiny pro
ovladani proplachu

a Cerpadla filtru

Typ ventilu: 1 1/2” SM-TM,

2” SM-TM, 3” SM

SM = Side Mount TM = Top Mount

Plynule ovladatelny
Doba proplachu:
20 sec. - 4 min. 20 sec.

Doba propirani
20 sec. - 4 min. 20 sec.

Doba prodlevy
25 sec. - 23 min.

Prodleva ¢erpadla
20 sec.

Drubh jisténi
IP 54

Oblast pouziti

mezi Cerpadlo a filtr u zafizenich
pro Upravu vody v primyslu a

v bazénech

General

Power supply:

230 VAC 50/60 Hz

115 VAC 50/60 Hz (on request)
24 VAC 50/60 Hz (on request)

Digital time controlled
backwash

7 days 24 hour

1- and 2-channel digital clock
(battery back)

MP Superstar valve with
actuator 24 V/AC

Can be controlled by your own
PLC Control Unit

Only E-2000/F2 and E-6000/F2
Pressure switch
MSPS-FF-100SS: 0,69 - 6,9 bar
MSPS-FF-15SS: 0,10 - 1,0 bar

Only E-3000/F2 and
E-6000/F2
Backwash clock: 7 days 24 hour

Only E-6000/F2 version
2-channel digital clock for
backwash- and filterpump control
Valve type: 1 1/2” SM-TM,

2” SM-TM, 3” SM

SM = Side Mount TM = Top Mount

Gradually adjustable
Backwash time:
20 sec. - 11 min.

Rinse time:
20 sec. - 4 min. 20 sec.

Cut delay:
25 sec. - 23 min.

Pump cut in delay:
20 sec.

Enclosure
IP 54

Applications

Between pump and filter system in
watertreatment installations for
industry and swimmingpools



PRAHER

6 cestny ventil Superstar
Multi Position - MP /
E-2000 / E-3000 / E-6000

6-way valve Superstar
Multi Position -MP /
E-2000 / E-3000 / E-6000

MP Superstar

E-3000/F2 Superstar

ABS / ASA-GF
6 cestny ventil | 6-way valve

Mnozstvi pratoku
11/2” 18 m3 /h (80 Gpm)
2”35 m3 /h (155 Gpm)
3”75 m3 /h (330 Gpm)

Provozni tlak
Ventil ABS: max. 3,5 bar (20°C);
GFK: 5 bar (20°C)

Top Mount — zpusob pfipojeni:
- BSP zavit

- pfiruba

- upinaci pfiruba

Side Mount — zpUsob pfipojeni:

BSP-zavit, objimka na lepeni

Vlastnosti:

- vodotésna a proti chemiim
odolna félie klavesnice
bezpotencionalni vystupy
- CE-shoda

proplach-, vyplach-, a
opozdéné spinani plynule
nastavitelné

- osvédcena jistota

1ISO 9001

E 6000/F211/2"a2"s
nouzovym ru¢nim ovladanim
pouzivatelné pro vSechny
znamé filtraéni zafizeni

Flow rate

11/2” 18 m3 /h (80 Gpm)
2”35 m3/h (155 Gpm)
3”75 m3 /h (330 Gpm)

Operating pressure
Valve ABS: max. 3,5 bar (20°C);
GFK: 5 bar (20°C)

Top Mount flange connections:
- Thread

- Bolt - down flange

- Clamp flange

Side Mount connection:
BSP-thread ports, slip socket

Features:

- water and chemical resistant
pad switch

- CE-approved (European
electrical code)

- Backwash, rinse time and cut in
delay are gradually adjustable

- pleasing design

- 1ISO 9001

- fast and trouble free installation

- economic backwash valve
solution for your filtersystem

- E6000/F2 11/2” and 2” with
manual override

- free of corrosion

- suitable for all well known filter
brands

typ/Typ ovladani / Control system

Tlak Cas Int. ovladani filtraéniho
Cerpadla

Pressure  Time Int. Filter pump control unit

E-2000/F2 v
E-3000/F2

v
E-6000/F2 v v

E-6000 Superstar

& PRAHER
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Code 16

6 cestny ventil s
elektrickym pohonem
polohy

6-way valve with
electric servomotor

MP Superstar

E-2000 Superstar

E-3000 Superstar

296

ABS / ASA-GF

6 cestny ventil | 6-way valve

6 cestny ventil vice poziéni | 6-way valve Multi Position

MP-SUPERSTAR-HN *, 24 V, ABS

G PN
11/2” 3,5”
o 35

MP-SUPERSTAR-HN *, 24 V, ASA-GF

G PN
11/2” 5*
27 5*
3” 5*

* HN = s nouzovym ruénim ovladanim | with manual override

6 cestny ventil s elektrickym pohonem, tlakové ovladany
6-way valve with electric servomotor, pressure controlled

SUPERSTAR E-2000/F2, 230 V, ABS

G PN
11/2” 3,5
27 3,5

SUPERSTAR E-2000/F2, 230 V, ASA-GF

G PN
11/2” 5
27 5
3” 5

6 cestny ventil s elektrickym pohonem, ¢asové ovladany
6-way valve with electric servomotor, time controlled

SUPERSTAR E-3000/F2, 230 V, ABS

G PN
11/2” 3,5
27 3,5

SUPERSTAR E-3000/F2, 230 V, ASA-GF

Codeno VE

Praher

13.0245
13.0591

13.0579
13.0580
13.0244

13.0080
13.0085

13.0118
13.0453
13.0088

13.0089
13.0113

13.0134
13.0351
13.0114

Qty.



ABS / ASA-GF

6 cestny ventil | 6-way valve

Code 16 6 cestny ventil s elektrickym pohonem, tlakové + ¢asové fizeny Codeno VE
6-way valve with electric servomotor, pressure + time controlled Praher Qty.
6 cestny ventil s
elektrickym pohonem SUPERSTAR E-6000/F2, 230 V, ABS
6-way valve with G PN
electric servomotor 11/2” 3,5% 13.0666 1
27 3,5" 13.0667 1

SUPERSTAR-HN* E-6000/F2, 230 V, ASA-GF

G PN

11/2" 5+ 13.0671 1
2 5* 13.0672 1
3’ 5 13.0668 1

*HN = s nouzovym ru¢nim ovladanim | with manual override

mnozstvi pratoku/flow rate
11/2” 18 m3/h (80 GPM)

27 35 m3/h (155 GPM)
3” 75 m3/h (330 GPM)
E-6000 Superstar Moznosti | option
utésnéni | seal FPM (i.p.v. EPDM)
napéti | current 115 VAC — 50/60 Hz

24 VAC —50/60 Hz
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